


4) (A)Then lay a plywood platforrn on the braces. Line up the 4 holes in the pllrvood with the

pins on the arm braces. (B)Turn the platform hold down devices so that they "trap" the plat-

form onto the braces.

(B)

5) The platform height can now be easily adjusted. By standing at the end of the unit, disengage

a lock pin with each hand. The arm braces and platforn can now be moved up or down on the

frame. When at the preferred height, release the lock pins and move the platform up or down

until the lock pins snap into the nearest hole. Adjust the opposite end in the same way.

6) For additional security insert 2" snap pins

(located on the arm braces) through the "LJ"

channel and frames after the platform height

has been properlY set.



7) Insert the caster into the outrigger and attach the outrigger to
the frame leg using two 2" snap pins. The caster on the
outrigger should be level with the casters on the ladder frame.
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Attach the remianing three outriggers as described in
step 7. Make sure that the casters on the outriggers are
level with the casters on the ladder frames.
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e) Set the ladder frames for the

second level on the first level
ladder frames and secure with
2" snap pins.

10)Attach the second level arm braces one at a time as described
.
in step 2 and position them to the top of the second level
ladder frames.



1 1 )Lay aplywood platform on the braces. Then line up the four holes

in the plywood with the pins on the arm braces. Turn the platform

hold down devices so they "trap" the platform onto the braces.
Then secure the braces using 2" snap pins through the "IJ" channel

and the frames.

Set the guard rail end panel on the second level ladder frame
and secure with 2" snap pins. Repeat for the opposite end of
the scaffold unit.

13) Attach the guard rail side panels using the same procedure (step 2)
used to attach the arm braces. After their height has been set, secure
them with 2" snap pins.

Install the four toe board clips onto
the ladder frames and then place the
toe board into the clips. Repeat step
for the second platform.
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